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Welcome 



Congratulations on purchasing your Visioneer PhotoPort 7700 USB 
scanner. In addition to quickly scanning paper items such as letters, 
forms, photos, and magazine articles, your PhotoPort scanner also 
transfers images from CompactFlash™ and SmartM edia™ removable 
memory cards from digital cameras. 

What's in the Box 

Please check the contents of the box to make sure that all parts are 
included. If any items are missing or damaged, contact the dealer where 
you purchased the scanner. 




Visioneer PhotoPort 7700 USB Scanner 




SoftwareCD USB Cable Powersupply 
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The Visioneer PhotoPort 7700 USB Scanner 
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0 neTouch buttons 
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Document cover. Close the document cover after placing items on the scanner glass. 

Glass. Place itemsface down on the glass aligned atthearrow symbol in theupper left corner. 

Reference marks. M arks on the border of the glass show whereto align various paper sizes. 

OneTouch button panel. Press a 0 neTouch button to scan, copy/print, email, fax, OCR 
(convert items to text), or transfer digital photos to be printed. 

Slot for CompactFlash memory card. Insert a CompactFlash removable memory card from 
yourdigital camera into thisslot to transfer theimages on thecard into your computer. Insert 
thecard with its front label facing down. When the transfer is complete, press the release 
button next to the slot to remove the card. Do not remove the card while transferring is in 
progress or you may damage the card. 

Slot for SmartM edia memory card. I nsert a SmartM edia removable memory card from 
yourdigital camerainto thisslot to transfer theimages on thecard into your computer. Insert 
thecard with its gold patch facing up. When thetransfer iscomplete, pressin on thecard to 
release it and remove it from the scanner. Do not remove the card while transferring is in 
progress or you may damage the card. 

Status light. Shows the scanner's status. Green light: scanner ison and ready to scan. Orange 
light: scanner is busy. 

Power jack. Plug the scanner power cord into this jack. 

USB port. Plug one end of the USB cable into this port; plug the other end into a USB port 
on the computer, keyboard, or a U SB hub. 



Note: The scanner does not have an on/off switch. The scanner is ready to scan as soon as 
Windows loads on your computer. 



W HAT YOU N EED 



4 



What You Need 

To use the PhotoPort scanner and software, you need the following: 

■ IBM PC (or 100-percent compatible) Pentium or equivalent 

■ M icrosoft Windows 98, Windows 2000, or Windows Me 

■ One available Universal Serial Bus (USB) port 

■ Available internal memory (RAM): 

■ Windows 98— 32 megabytes (M B) or more 

■ Windows 2000 or Windows M e— 64 megabytes (M B) or more 

■ 160 M B of free hard disk space 

■ A VGA or SVGA monitor. Recommended settings for your monitor 
are as many colors as possible— H igh Color (16-bit), True Color 
(24-bit or 32-bit). Set the resolution to at least 800 by 600 pixels. 
To set your monitor's colors and resolution, open the Windows 
Control Panel, double-click Display, and then click the Settings tab. 

■ A CD-ROM drive 



Getting the PaperPort Software User's Guide 

TheCD also includes your PaperPort U ser'sG uide. This guide provides 
moredetailed information about the PaperPort software's features. 
Please see the CD to view or print the guide. 
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Installing 

This section of the guide explains how to connect your PhotoPort 7700 
scanner to a USB port. 

T he PaperPort C D includes all the necessary installation files, as well as 
the PaperPort software files and other software files. 

Note: If your computer is connected to a N ovell network, see 
"Renaming Network Drives" on page 12 before installing the 
software. 



STEP 1: Installing the PaperPort Software 

Install the PaperPort software before connecting the scanner to the 
computer. 

To install the PaperPort software: 

1. Start your computer and makesurethat no other applications are 
running. 

2. Insert the PaperPort CD into your computer's CD -ROM drive. 
The CD automatically starts. 



STEP 1: Instalung the PaperPo rt So ftw are 
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Note: If the PaperPort C D does not automatically start, make sure 
theCD drive's door is completely shut. IftheCD still doesn't start, 
theAutorun option on your computer is turned off. Click the 
Windows icon named My Computer. The window shows the drives 
available on your computer. Double-click the icon for your 
CD-ROM drive to see the list of files on theCD. Double-click the 
file named START32.EXE. TheCD starts. 



3. From the list of options that appears on thescreen, select ScanSoft 
PaperPort. 

4. Follow the instructions on thescreen to install the PaperPort 
software on your computer. 

During installation, a message tells you to connect the scanner to 
the computer. 




5. Follow thesteps in the next section to connect the scanner to your 
computer. When you're finished, click Finish in thedialog box 
above. 
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STEP 2: Connecting the Scanner 

Your PhotoPort 7700 scanner connects to any available U SB port. 
Check your computer's user's guide for its USB port locations. 

Note: You do not have to shut off the power to your computer when 
connecting the scanner to a USB port. 



To connect the PhotoPort 7700 scanner to a U SB port: 

1. Plug one end of the U SB cable into an available USB port on the 
computer. 

2. Plug the other end of the USB cable into the scanner's USB port. 




If the plug does not attach easily, make sure that you areplugging it 
in correctly. Do not force the plug into the connection. 

Some newer computers also have keyboards with U SB ports. You 
can plug thecable into thekeyboard instead of theU SB port on the 
computer. 



STEP 2: Connecting the Scanner 
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Turn the scanner over to seethe locking tab on the bottom. Slide 
the locking tab to the unlocked position. 



Unlocked position 




Plug the power adapter cable into the power jack on the back of the 
scanner. 




Plug the power adapter into an AC (wall) outlet. 
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The orange light on thefront of the scanner comes on indicating 
the scanner is receiving power. 

Your computer recognizes that a scanner has been plugged into the 
U SB port and automatically loads the appropriate software from 
the CD to run the scanner. 

6. When the software is finished loading, click the Finish button. 

A window appears as your computer builds a new driver database 
for the scanner software. 

The scanner's status light turns from orange to green when the 
scanner and computer are communicating properly. 

T hat completes the steps to connect your scanner to the computer. 

7. You can also install the other software from the CD or view and 
print the User Guides. 

When you're finished, remove theCD from the computer and store 
it in a safe place. 

Note: Thelockingtab protects the scanner's scan head by holding it 
securely in position. Lock the scanner when transporting it from one 
location to another, but always remember to unlock it before 
scanning. The scanner will not scan when locked. 



STEP 3: Checking Out Your Scanner 

The PhotoPort 7700 scanner software adds the scanner icon to the 
Windowstaskbar (at the bottom right corner of the computer screen). If 
the scanner is properly connected, thescanner icon looksliketheonein 
this figure. 



Scanner Icon 




If theicon hasaredX through it, thescanner is not properly connected. 
Seethesection, "If theScanner IsNot Properly Connected" on page 10 
for the steps to fix the problem. 
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To check the status of the scanner: 

1. Place the mouse pointer on thescanner icon in theWindows 
taskbar. 

2. Right-click the icon. The shortcut menu appears. 




3. Choose About from the shortcut menu. 

A dialog box confirms that the scanner is properly connected. 




4. Click OK to close the dialog box. 
That's it. Your scanner is ready to scan. 

If the Scanner Is Not Properly Connected 

If thescanner icon on theW indowstaskbar has a red "X" through it, the 
scanner is not properly connected. 



C heck for one of these possible problems: 
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* Is a cable loose or not plugged in securely? Inspect all cable 
connections. Make sure all the cables are plugged in securely. 

* Is the scanner's power light on? If the light does not come on, plug 
the power adapter into another electrical outlet. 

* Isthe scanner's locking tab in the locked position? Slide the 
locking tab to the unlocked position. If you tried to scan with the 
scanner locked, you must restart your computer after unlocking the 
scanner. 

* D id you restart the computer after installing the software? If you 

didn't restart the computer, it may not haveloaded all of thesoftware 
files. Try restarting your computer. 

PleaseseetheReadmefilein thePaperPort directory on your computer's 
hard drive. T he Readme file contains additional information that may 
help you diagnose problems connecting the scanner. 

To connect the scanner: 

1. After checking for all the above problems, right-click the scanner 
icon with the red X over it. 



The shortcut menu appears. 











>2 3:15 PM 



2. Choose Connect from the shortcut menu. 

T he software finds the scanner and makes the connection. T he 
scanner icon will no longer have a red X through it, and you're 
ready to begin scanning. 
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If you try all the troubleshooting procedures described above and in the 
Readmefile, and thescanner icon still hasared X through it, you may 
have a malfunctioning scanner. Please see the technical support card 
that you received with your scanner for technical assistance telephone 
numbers. Also visit our web site at www.visioneer.com for additional 
technical information. 

Renaming Network Drives 

Your PhotoPort 7700 scanner software requires two hard drive letters for 
the scanner's two digital memory card slots. The software uses the next 
drive letter following your computer's hard drives. For example, if your 
computer's last hard drive is D :\, the first scanner slot hard drive name 
will beE:\. However, network drive assignments typically start at F:\ 
which often leads to a conflict between the slot names and the network 
drive names. To remedy this problem, you need to rename the network 
drives to begin with another letter. 

To rename the network drives for a Novell network: 

1. On the Windows Desktop, right-click the appropriate icon: 

■ Windows 98— Network Neighborhood 

■ Windows Me— My Network Places 
The pop-up menu appears. 

2. Choose Properties. 

3. Double-click Client for NetWare Networks. 

4. Select an appropriate drive letter for the "First network drive." 

5. Click OK to close the dialog boxes. 

Note: If you havetroubleseeingthescanner'sdrivenames, or simply 
want to rename them manually, see "Setting PhotoPort Preferences" 
on page 31. 
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Scanning 



Three Ways to Scan Paper Items 

You can scan paper items by pressing a OneTouch button, by clicking a 
button on the screen, or from the PaperPort software. 

Note: To transfer images from a CompactFlash or SmartM edia 
removable memory card see "Transferring I mages from Digital 
M emory C ards" on page 18 for details. 



* Scan with the Scanner Buttons 

Press a button on the scanner's front panel. 




* Scan from the Screen 



Click thescanner icon on theWindowstaskbar. A panel representing 
the scanner buttons appears. Click a button on the panel. 







r-'z V.' --# 


i ' i z 


[IHI 

m 


Hj 




* 



Scan from the PaperPort Software (or Other Twain Software) 

Start the PaperPort software, then click theTwain icon on the 
PaperPort Command Bar. You can also scan from other Twain 
software. See "Scanning from the PaperPort Software" on page 47. 



Scanning Paper Items with the OneTouch Buttons 
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Scanning Paper Items with the OneTouch Buttons 



Pressing a scanner button scanstheitem, and then sends the image 
either to the printer or to a software application on your computer. 

To scan by pressing a OneTouch button on the scanner: 

1. Place an item to scan on the glass, facedown, and align the edge of 
the item with the arrow marker at the upper left coma of the glass. 



2. C lose the document cover and press one of the 0 neTouch buttons. 



TheOneTouch buttons are configured for the following tasks: 



PhotoWorks.com I I I 

Email Fax Copy/Print 

See the section "About the OneTouch Buttons" on page 16 for 
detai Is about the configuration of each button. 
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When scanning iscomplete, a status message shows the destination 
application for the i mage. For example, if you pressed the Fax 
button, the destination application is your fax software. In the 
sample below, the scanned image appears on thePaperPort 
D esktop. 




D uring scanning, the scan progress window shows a small copy of 
the image, as illustrated by this example: 




When the scan iscomplete, the scanned image appears in the 
destination software, in this case thePaperPort desktop. 
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About the OneTouch Buttons 

The OneTouch buttons are p reconfigured for typical scanning tasks. To 
change the settings for the buttons, see "About the C onfiguration 
Dialog Box" on page 36. 




T hefollowing table lists the 0 neTouch buttons' p reconfigured settings: 



Button Function Preconfigured Settings 




Scan Scans the item as an 8.5" x 11" color page 

and displays it in PaperPort 



Prints thescanned item in black and white 
on your printer/copier at the printer/ 
cop ier's default resolution 

D isplays the scanned item in your fax 
software as a black and white image at the 
default resolution of your fax software or 
modem 

Scans the item as a color photo and 
attaches it to a new email message in your 
email application 

StartsthePhotoWorks.com application so 
you can select images to be printed by 
PhotoWorks.com 



Note: If a button is not preconfigured, the Configuration dialog box 
appears when you press that button so you can configure it manually. 
For example, if your computer does not have fax software installed, 
the fax button cannot be preconfigured. 




Copy/Print 
Fax 



Email 



Camera 
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Scanning Paper Items from the Button Panel on 
the Screen 

Scanning from the button panel on the screen is just like pressing a 
scanner button, except you click the button on the screen. The scanner 
scans the item, and then sends the image either to the printer, or to a 
software application on your computer. This method of scanning is 
especially helpful if the scanner isnot located close to your computer. 

To scan from the screen: 




1. Place an item to scan on the glass, facedown, close the document 
cover, and click the scanner icon on theWindowstaskbar. 



The scanner button panel appears on the screen. 




2. Click the button you want to use to scan. 

The scanner starts scanning the item. When the scan is complete, 
the scanned image appears in the destination application. 

3. To close the button panel, click the scanner icon inthepanel's 
upper left corner. 

The icons on the buttons indicate the destination application for the 
scanned image. For example, in the illustration above, the icon on the 
email button isfor the email application, M S Outlook. When you click 
the email button, the item is scanned, and then MS Outlook opens. In 
this case, the scanned image automatically becomes an attachment to 
send with an email message. 

A question mark icon on a button means your computer does not have 
an application that corresponds to that button's functions. For example, 
if your computer does not have a fax application, the Fax button will 
have a question mark icon on it. 
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Transferring Images from Digital Memory Cards 

D igital cameras save photographs on various types of removable 
memory cards. Using the slots on the front of the PhotoPort 7700 
scanner, you can transfer images directly into your computer from the 
CompactFlash and SmartMedia cards without having to connect the 
camera to the computer. 

Note: Transferring images from the memory card with your 
PhotoPort 7700 scanner doesnot erase the images from thecard. If 
you want to erase the images or store other files on the cards, see 
"Using D igital Media as a Hard Drive" on page 22. 



The CompactFlash Card 

The following illustration shows a typical CompactFlash card. 

Connectors 



Front Label 



CompactFlash " 




Rear Label 



CompactFlash" 



N otched Edge (both sides) 



The SmartM edia Card 

The following illustration shows a typical SmartM edia card. 

N otched Corner Gold M emory Patch 
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Transferring Images from CompactFlash and SmartMedia Cards 

The slot on the left side of the scanner is for CompactFlash cards. The 
slot on the right side of the scanner is for SmartM edia cards. 

To transfer images from the cards: 

1. Insert a card into its appropriate slot. 

■ To insert a CompactFlash card into the scanner: 

Insert the edge with the connectors into the scanner slot 
Insert the card with the rear label and notched edge facing up 

■ To insert a SmartM edia card into the scanner: 

Insert the edge with the notched corner into the scanner slot 
Insert the card with the gold memory patch facing up 




Inserting a CompactFlash card Inserting a SmartM edia card 



Never force a card into the slot. If it doesn't fit easily in the slot, remove 
the card and makesureyou're inserting it properly. 
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2. Gently push the card into its slot until you feel it lock into place. 

If you are inserting a CompactFlash card, the release button pops 
out when the card is properly in place. The slot for SmartMedia 
cards does not have a release button. 




The CompactFlash release button pops out 

The scanner automatically begins to read the images. 

Do not removea card whiletransferring isin progress or you may 
damage the card. 

T he scanner transfers the i mages stored on the card to the PaperPort 
D esktop. T he images appear as thumbnai Is on the D esktop. 

Note: You can set up the scanner to transfer to another application 
instead of PaperPort, and to select individual images to transfer 
instead of automatically transferring all the images on the card. See 
"Pre- Selecting Images BeforeTransferring" on page 33. 



When the images are finished being transferred to the PaperPort 
Desktop, you can then press the Camera button on the scanner to 
transfer the images to thePhotoWorks.com application, card. 

You can also drag the images from the PaperPort D esktop onto the 
PhotoWorks.com icon on PaperPort'sLink Bar. See "Sending Your 
I mages to PhotoWorks.com" on page 23 for details. 
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All of the images on the card are 
scanned to the PaperPort D esktop as 
thumbnail images. 



PaperPort automatically stores the 
images in a folder named with the 
date of the transfer. Each one has 
its own folder. 



N oticethat some of the image 
thumbnails are larger than others. 
T he lower the resolution of the 
original photograph, the larger the 
thumbnail image. 
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See the PaperPort User's Guide on theCD that you received with your 
scanner for information about using the PaperPort software. 

To remove a card from its scanner slot: 

■ To remove a CompactFlash card, push in the release button and the 
card releases. 

■ To remove a SmartM edia card, gently press the card further into the 
slot until you feel the card release. 
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Using Digital M edia as a Hard Drive 

Your computer uses digital memory cards as external hard drives. After 
transferring the images, for example, you can erase them from the card 
so you can re-use it in your camera. 



On thisWindowsDesktop, 
RemovableD isksG andH are 
the drive names assigned to 
the CompactFlash and Smart- 
M edia cards Thedrive names 
on your Windows Desktop 
may be different. 

In this example, the selected 
SmartM edia card has nine 
images on it. 
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To erase the images from a card: 

■ Erase an image(s) as you would any other file on aregularhard drive. 
For example: 

■ Select the image and press the Delete key on the computer's 
keyboard 

■ Select the image and drag ittotheWindowstrashcan 

■ Select the image and chooseCutfrom theWindows Edit menu. 

You can copy files to the memory card using the standard Windows 
copy and paste techniques to copy files from your computer to the card. 

^ You can also copy i mages to a card by dragging them from thePaperPort 
^ d esktop onto thecard reader icon on PaperPort's Link Bar. 
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Sending Your Images to PhotoWorks.com 

Using theCamera button on your scanner, you can transmit images 
over the internet to PhotoWorks.com, a photographic printing business. 
PhotoWorks.com will print the images on high-quality photographic 
paper and mail them back to you. 

You need an internet connection to usethePhotoWorks.com service. 
You also need to set up an account with PhotoWorks.com to print your 
pictures. Setting up the account is a one-time-only task. 

To set up your PhotoWorks.com account: 




2. Click the Account Information tab. 

A dialog box appears for you to type a password for your account. 
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Type a password in the Password box, then retype it in exactly the 
same form in the Reenter Password box. 

Typing it twice confirms your password. You may want to write 
your new password on a piece of paper in case you forget it. 

Click OK. 

The form for your account information appears. 
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5. Fill in the fields with the appropriate information. 

T he yel low fields are for requi red i nformation. T he other fields are 
for optional information. Red text indicates incorrectly entered 
information. 

For the expiration date of your credit card, enter a two digit 
number. For example, June is 06. 

6. When you're finished, click Apply. 



To send images to PhotoWorks.com: 

1. Press the Camera button on the scanner. 

ThePhotoWorks.com application appears. 

If a memory card is already in a slot, the images automatically 
transfer from the card to the PhotoWorks.com application. 

If you want to add images stored on your computer instead of on a 
memory card, follow the next steps. 

2. Click Add. 

A dialog box appears for you to load an image into the 
PhotoWorks.com application. Thedialog box has the same features 
as a standard Windows Open dialog box. 
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The exam p I e above sh ows a set of i m ages from a rem ovab I e m emo ry 
card, but the images to send to PhotoWorks.com do not have to be 
on a card. You can send any suitable images on your computer to 
PhotoWorks.com for printing. 

3. From the Files of Type drop-down menu, choose the type of image 
file. Digital cameras usually save images in the j peg format. 

4. Select the image you want and click Open. To select all the images 
shown in the dialog box, click Load All. 



Note: You can also drag-and-drop images from thePaperPort 

D esktop or the W i ndows D esktop di rectly onto the PhotoWorks.com 

application. This is often a faster method than using the Add button. 



The selected images appear on thePhotoWorks.com application. 



5. If you do not want to send an image, click it to select the image and 
then click Remove. 

You can change an image's print size and other settings before 
sending it to PhotoWorks.com. Seethe section "Setting the Print 
Size, Print Area, and N umber of Prints" on page 28. 



Toseetheimagesyou selected, click 
the forward and back buttons. 

First image 

Previous image 

Similar buttonsareon theother side 
of this dialog box. 



PhotoWorks.com can print your 
photos at several different sizes. 
The print size for each imageis 
shown in its upper corner. 
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Information on thedialog box shows the estimated timeto send 
your images over the internet to PhotoWorks.com. In theexample 
above, the estimated timeto send four images is 6 minutes. 

6. C I ick Pricing I nfo to see PhotoWorks.com's prices for the various 
printing services. 

7. To send the order, type your password in the Password box and 
click PlaceOrder. A dialog box shows the order. 
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8. Select thetypeof shipping. 

9. ClickOK. 

10. On thePhotoWorks.com application, click PlaceOrder. 

The application connects to the internet, logs on to 
PhotoWorks. corn's web site and transmits your order. 

Your printed pictures will arrive in a few days. 

To check your order, click the Order H i story tab. A dialog box shows 
the ordering information. 

11. Click Exit when you're finished usingthePhotoWorks.com 
application. 
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Setting the Print Size, Print Area, and Number of Prints 

PhotoWorks.com can print images on several different sizes of 
photographic paper. In addition to selecting a new size, you can also 
crop and rotate an image, and order additional prints. 



Print size drop-down menu 



N umber of prints 



Cropping handle 
Previous image 

N ext image — 



To change an image's settings: 

1. Select the image on thePhotoWorks.com application. 

2. Click Print Area. 

A dialog box appears for changing the image's settings. 

■1 




Rotate counter clockwise 



Click the Print Size drop-down menu and select one of the sizes to 
set the print size. 

To order multiple prints of the image, type a number in the 
Q uantity box, or click the up and down arrows. You can also right- 
click in the picture to see a dialog box for print size and quantity. 

If you want to see other images and change their settings, click the 
arrow buttons for N ext I mage and Previous Image. 
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6. To crop the image, drag one of the cropping handles. 



Drag a cropping handle 
to select the portion of 
the image to print. 




N otice that the pri nt area retai ns its length-to-width proportions 
based on the selected print size. 

7. Click Apply to reset the i mage to its new print size. 
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8. ClickOK. 



Note: If you click Apply but then decide you want to uncrop the 
image, remove it from the PhotoWorks.com application, add the 
original image again, and start over. 



Setting PhotoWorks.com Preferences 

T he preferences are for the default settings. 



To set the PhotoWorks.com preferences: 

1. Click the Preferences tab on thePhotoWorks.com application. 

The Preferences dialog box appear. 
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Print Size, Print Quantity, Shipping Method— select the settings 
for atypical order. You can always change those settings while 
preparing a new order. 
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Save images for which no prints were ordered.— select this 
option if you added images to thePhotoWorks.com application but 
did not place an order. The next time you open theapplication, the 
images are still available so you can order the prints. 

Automatically continues the upload of images.. —this option is 
helpful if you get disconnected from the internet whiletheorder is 
being sent. Select thisoption to have your computer automatically 
continue sending an interrupted order so you don't have to 
manually re-send it. 

If you want to reset the preferences to their default settings, click 
Default. 

2. Click one of the other tabs on thePhotoWorks.com application to 
continue working, or click Exit if you're finished. 

Setting PhotoPort Preferences 

Your scanner is pre-configured to transfer images directly to the 
PaperPort Desktop as soon as you insert a memory card in its slot. 
H owever, you can change the scanner preferences to display the images 
on thecard before they're transferred. Other preferences determine 
where the images are sent and the names of the drives on your computer 
associated with the cards. 

To set PhotoPort preferences: 

1. Place the mouse pointer on thescanner icon in theWindows 
taskbar. 

2. Right-click the icon. The shortcut menu appears. 

3. Choose Configure from the shortcut menu. 

4. Click the Preferences tab on the Configuration dialog box. 

Preferences tab 



The Preferences dialog box appears. 



Transferring Images from Dig italM em ory Cards 32 



Click thePhotoPort button. 
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Select the options for the PhotoPort features. 

Upon insertion send all images to PaperPort— this is the default 
setting. If this option is selected, your scanner automatically reads 
the imageson a card when it is inserted and transfers those images 
to the PaperPort D esktop. 

Convert to M ax File— the M ax file format istheuniqueformat for 
images scanned to PaperPort. Select this option if you want your 
camera images converted to the PaperPort format. 

When selected button pressed, with a card inserted...— each 
button on your scanner is assigned a destination application where 
scanned or transferred images appear. If you select this option, the 
imageson a card appear in the button's destination application 
when you insert the card and press the button. 

Allow selection and cropping of images before sending to 
Destination— select this option to see the images before 
transferring them to the destination application. The PhotoPort 
Reader appears so you can select the images. See the section "Pre- 
selecting Images Before Transferring" on page 33. 
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D rive letter assignment of Readers— your computer 
automatically assigns a drive letter name to the two slots for 
removable memory cards. To select a new drive letter name for a 
slot, click the "Change to" drop-down menu and chooseanew 
letter. 



Note: You cannot change the drive letter assignment of readers if 
your computer is running W indows 2000. 



7. ClickOK. 

Pre-Selecting Images Before Transferring 

If you set up your scanner to display the images on a card before 
transferring them, you can select and crop the images first. 

To pre-select images: 

1. Inert a digital memory card. 

2. Press one of the buttons configured to show you the i mages before 
transferring. See the previous section to configure the buttons. 

The PhotoPort Reader appears. 



The images on the card. 



To see the images on thecard, click 
the forward and back buttons. 

First image 

Previous image 

Similar buttonsareon theother side 
of this dialog box. 
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3. Select the images you do not want to transfer and click Remove. 

4. When the remaining images are those you want to transfer, click 
Send I mages. 

Your scanner transfers the images from the card and displays them 
in the appropriate destination application. The PhotoPort Reader 
then closes. 

You can erase the i mages from the card by selecting the option 
"Remove selected images from card after sending to the 
destination." Note if you select this option, the images are erased 
permanently from thecard and cannot be recaptured. Besureyou want 
to erase the i mages before selecting this opti on . 

If you want to scan an item on thescanner glass without closing the 
PhotoPort Reader, click Do Scan. 

To crop and image before sending it to the destination application: 

1. Select an image and press Crop. 

2. The Crop dialog box appears. 

Cropping on the PhotoPort Reader is similar to the cropping 
described on page 29, except you can crop to any length-to-width 
size. 

3. Crop the image and click Apply. 
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Configuring the Scanner 

To configure the scanner, display theConfigurati on dialog box and then 
select options for the scan buttons. You display the Configuration dialog 
box from either the shortcut menu or the Button Panel. 

To display the Configuration dialog box from the shortcut menu: 

1. Right-click the scanner icon. 



Scanner icon 




The shortcut menu appears. 
2. Choose Configure on the shortcut menu. 




The Configuration dialog box appears. Click thetab that 
corresponds to the button you want to configure. 

To display the Configuration dialog box from the Button Panel: 

1. Right-click the button you want to configure. 







Ml 







The Configuration dialog box appears. Thetab for the scanner 
button you clicked is selected for you. 
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About the Configuration Dialog Box 

T he C onfiguration dialog box shows the current settings for each 
scanner button. 

T he tabs across the top of the dialog box correspond to the buttons. 
C I icking a tab shows the current settings for the correspondi ng button 
on the scanner. 

For example, thefollowing figure shows thecurrent settings for the Scan 
button because the Scan tab is selected. T he Scan button is set up to 
scan the item with the configuration named Scan D ocument (OCR 
Quality), and then after the scanning is finished, to open thePaperPort 
Desktop to display the scanned image. The Format and Pagefs) setting 
is to scan as a bitmap for a single page item. 



Select a software 
application to 
send the scanned 
image to that 
application. 



Select format 
and pagefs) 
options for the 
button. 




See "Setting Preferences" on page 44 to set Preferences. 

The options on the Configuration dialog box are: 

Select Destination— the list of applicationsthat can open to display the 
scanned image. Select the application that you want to automatically 
open to display or process the scanned image. 
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Select C configuration— the I ist of the button's scan configurations. T he 
configuration settings include: color, black and white, or grayscale, 
resolution in dots per inch (dpi), page size, brightness, and contrast. To 
see the details about a configuration, click itsicon in the I ist. Click the 
icon again to close the detailed information. 



Clicking an icon expands 
the configuration to show 
its settings 
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Select Format and Page{s)— a set of options for selecting a format for 
the scanned image and whether to scan a single page or multiple pages. 
The formats are Bitmap and PaperPort. UsePaperPort for scanning any 
item. T he Bitmap format is usually for photos or artwork. The page 
icons represent single or multiple page scanning. 

Scan single page 
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Scan multiple pages 



Scan multiple pages and 
stack them on the 
PaperPort Desktop 



Properties- displays a dialog box for selecting options about the 
destination application for the scanned image. Each destination 
application has its own properties dialog box. 

Folder Copy— displays a dialog box for selecting the folder to use for 
storing copies of the scanned images. 
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Getting Help 

You can get help with the scanner's features or any of the options on the 
Configuration dialog box using either of the following methods: 

■ When the Configuration dialog box isdisplayed, press theFl key on 
the computer's keyboard. T he H elp window appears so you can find 
the help information you want. 

■ Click the Help button at the top of the Configuration dialog box. A 
question mark is added to the pointer. Put the pointer on the feature 
you want help with, and click. The H elp window appears, already 
opened to the section with information about that feature. 

H elp button 



HP 



Selecting New Options for the Buttons 

You can select a new destination application, configuration, and image 
format for a scanner button to optimize it for the typeof scanning you 
want to do. You use the Configuration dialog box to select new options. 

To select new options for a scanner button: 

1. Display the Configuration dialog box. 

Click the tab of the button whose options you want to change. 

2. Scroll the list of applications in the Select Destination list and click 
the new application you want to use to view and work with the 
scanned image. 



Note: If you select a word processing program such as M icrosoft 
WordPad or M icrosoft Word and a configuration for OCR, the text 
in scanned images is automatically converted to word processing text 
by the optical character recognition (OCR) software that you receive 
with the scanner. The converted text then appears in the selected 
destination application. 
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3. Click a selection in the Select Configuration list to choose a new 
scan configuration for the selected scanner button. 

T he configurations in the list are preset for the application you 
select in the application list. If you select another application, the 
configurations are for that application. 

If you want to scan using the Visioneer Scan M anager Pro, click the 
option, Configure before Scan. Now when you press the selected 
scanner button, the Vision eer Scan M anager Pro dialog box appears 
first and you can use it to scan. See "Scanning an Item with the 
Twain Button" on page 48 for details. 

4. Select one of the Format and Page(s) options for the button. 

5. ClickOK. 

Now when you press the scanner button, it scans the image using 
the new configuration settings and displays the scanned image in 
the new destination application. 



Note: The Configuration dialog box is also availablefrom the 
scannericon on theWindowstaskbar. Click theicon to seethe 
scanner buttons panel. Click a button on the panel with the right 
mouse button (don't click with the left mouse button; clicking with 
the left mouse button starts scanning). The Configuration dialog box 
appears. 



Creating New Configurations 

You cannot change settings such as brightness or contrast of the preset 
configurations. To scan with settings other than those offered by the 
preset configurations, you must first create a new configuration and 
then use it to scan. 

To create a new configuration click the New button. You can also click 
Copy to copy a preset configuration, change its settings, and then save it 
under a new configuration name. To see H elp for creating a new 
configuration press the Fl key on your keyboard. 
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Adjusting Scan Settings and Page Settings 

W hen scanning using a configuration that you created yourself, you can 
adjust that configuration's scan settings and page settings. For example, 
if thescanned imageistoo dark, you can adjust the brightness of the 
scan setting. 



Note: You cannot change the scan settingsor page settings for any of 
the predefined scan configurations. You can only adjust settings for 
scan configurations that you create yourself. Seethesection above, 
"Creating New Configurations". 



To adjust the scan settings and page settings: 

1. Display the Configuration dialog box. 

Click the tab of the button whose options you want to change. 

2. In the Select Configuration list, click the configuration that you 
want to adjust. 

For example, the following figure shows a configuration named 
Special Scan for Dark Print (which you would have created earlier). 
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3. Click the Edit button. 

The dialog box appears for adjusting the scanning settings of the 
selected configuration. 




4. Adjust the scan settings that you want. 

Mode— Select Black/White to scan in black and white. For 
example, letters and memos are usually scanned in black and white. 
Select Grayscale to scan items such as documents containing 
drawings or black and white photographs. The scanning produces 
an image in varying shades of gray. Select C olor to scan color 
photographs and other color items. 

Resolution— D rag the slider to the right or left to adjust the dots 
per inch (dpi) of the resolution. The maximum resolution is 1200 
dpi; theminimum is 50 dpi . T he higher the dpi setting, thesharper 
and clearer the scanned image. However, higher dpi settings take 
longer to scan and produce larger files for the scanned images. 

Brightness and Contrast— Drag the sliders to the right or left to 
adjust the brightness and contrast of the scanned image. The 
C ontrast setting does not apply to the Black/W hite mode. 
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5. Click the Page Settingstab to adjust thescan page settings. 




Page Size— Choose a page size from the drop-down list. The 
outlines on the picture represent the various page sizes. Clicking 
one of those outlines also selects it as the page size for the scan. If 
you select the Custom option from thedrop-down list, boxes 
appear in place of the picture. Enter the horizontal and vertical page 
dimensions in the boxes. 

AutoCrop— Select this option to let the scanner automatically 
determinethesizeof the item being scanned. For example, if you 
put a photo in the middle of the glass, the scanner will 
automatically determinethesizeof the photo. When AutoCrop is 
selected, the scanner makes two passes— the first pass senses the 
item's size, and the second pass scans the image. This option 
overrides the Page Size menu selection. 

DeScreen— Select this option when scanning a picture from a 
newspaper or magazine article, or other item that contains images 
with patterns or dots. Scans of patterns or dots sometimes have a 
distorted or wavy appearance. The scanner scans the item to 
compensate for the patterns and dots, and produces a clearer image. 
Thescanning may slow down a bit when thisoption is selected. You 
don't need to select thisoption when scanning photographs. The 
D eScreen setting does not apply to the Black/W hite mode. 
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Gamma— Drag the slider to improve how the colors in a scanned 
image look on your monitor. Gamma correction allows you to 
achieve precise color matching. Because the computer cannot 
always transmit the exact color information to the hardware, you 
may have to make some color adj ustments usi ng the G amma 
feature. 

The default Gamma setting works fine in most cases and normally 
does not need to be adjusted. 

6. ClickOK. 

The Configuration dialog box reappears. Make sure the 
configuration you just defined is selected. 

7. Click OK on the Configuration dialog box. 

The new configuration and its adjusted settings now apply to the 
button whose tab is selected at the top of the Configuration dialog 
box. 



Note: If you select theCopy/Print or Fax button, thedialog box for 
editing and adjusting the settings will have a Device tab for selecting 
optionsfor a printer or copier. Seethe H elp for more information. 
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Setting Preferences 

T he preferences apply to each button and to the scanner. 
To set preferences: 

1. 0 n the C onfiguration dialog box, select the tab for a button to set 
its preferences. 

2. Click the Preferences tab on the Configuration dialog box. 

Preferences tab 



T he Preferences dialog box appears. T he dialog box shows which 
button you selected for new preferences. 



T he name of the button to receive new preferences 




Is=l-ggJ| 



If the Button tab on the Preferences dialog box is not selected, click 
it. 

Show All Destinations— Clicking this option automatically selects 
all the destination applications categories. When you click the 
button's tab on the Configuration dialog box, its list of destination 
applications include all of the applications on your computer that 
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fall into these categories. For example, the destination applications 
for the email button are usually email applications. By selecting the 
Show All Destinations option as the preference for the email 
button, all the other types of applications are included in the list of 
email destination applications. 

Select Destinations— Select thisoption to individually choose the 
typesof applicationsto include in the button's list of destination 
applications. Click in the boxes for thetypesof applicationsto 
include in the button's list. 

Show Scan Progress Window— Select thisoption to seethe 
window that shows a rendition of the image during the scanning. 
See the sample on page 15. 

3. Click the PhotoPort tab to set PhotoPort preferences. See "Setting 
PhotoPort Preferences" on page 31. 

4. Click the General tab to set preferences for the scanner. 
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Show Status Window— Select thisoption to seethesmall window 
at the bottom right corner of the screen that shows the status of the 
scanning and other information as shown in this sample: 
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Show Scanner Icon in WindowsTaskbar— Select this option to 
seethesmall icon representing the OneTouch scanner in the 
Windowstaskbar 



Folder for Temporary Images— Click the Folder button and then 
select a folder for the scanner's temporary images. D uring scanning, 
a temporary file contains scan information about the image. 
Because temporary image files can sometimes be large, select a 
folder that has sufficient disk space available. 

5. ClickOK. 
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Scanning from the PaperPort Software 

I nstead of using a scanner button, you can scan directly from the 
PaperPort software. 



Note: You can also scan directly with other software that meets the 
Twain standardsfor scanning, which includes many graphics and 
imaging applications availablefor your computer. Thefollowing steps 
explain how to set up and scan from the PaperPort software but you 
use the same basic processes with other Twain software. 



To scan from PaperPort, you must first do a one-time-only set up of the 
software. 

To set up the PaperPort software with the scanner: 

1. If the PaperPort software isn't currently running, double-click the 
PaperPort icon on the Windows desktop to start it. The PaperPort 
D esktop appears. 

2. From the PaperPort File menu, choose Select Source. The Select 
Sourcedialog box appears, and shows theVisioneer Scan M anager 
Pro (as well as all other Twain devices installed on your computer). 




3. Choose Visioneer Scan Manager Pro, and then click Select. 



Note: You don't need to set up the scanner again unless you change 
thesourceto some other Twain device, such asadigital camera. 



Scanning from the PaperPort Software 
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Scanning an Item with the Twain Button 

Thefollowing steps explain how to scan an item using theTwain button 
in the PaperPort software. You can scan many types of paper items, from 
small business cards to A4-sized pages. 



Note: Your Visioneer PhotoPort scanner is initially set to scan from 
the PaperPort software with the setting C olor D ocument— Faster. To 
scan a black-and-white image, select one of the other settings. To scan 
at a higher resolution for a color image, select Color Document- 
Better Q uality. H owever, scanning at a higher resolution creates a 
larger file size and takes longer to scan. To minimize the filesize and 
the time required to get a better quality scan, select just the area of the 
item that you want to scan. 

To scan an item: 

1. 0 pen the scanner cover, place the item facedown onto the lower 
left edge of the scanner glass, and close the cover. 

2. If PaperPort isn't running, double-click the PaperPort icon on the 
W indows D esktop to start it. The PaperPort D esktop appears. 

3. Click theTwain icon on the Command Bar, or choose Acquire 
from the File menu. 



Note: You can also scan from other applications that have theTwain 
capability. See the user's guides that you received with those 
applications for their specific steps to scan. 



TheVisioneer Scan M anager Pro appears. 
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Scan Reflective Using is for 
scanning paper items. 



Click an icon to select a 
configuration— Color, Grey 
Scale, or Black& White. This 
example shows the Color/ 
Custom configuration is 
selected. Clickingthe"+" sign in 
front of Custom shows 
Custom's scan settings as a list. 



Click a setting in the list if you 
want to change it. T he setti ng's 
options appear on the right side 
of the Scan M anager Pro where 
you can select new options if 
necessary. 

Check the Scan Info to 
make sure your computer 
has sufficient space for the 
image. 




Click Preview to see what 
the image will look like. 
The Preview image appears in 
thewindow. 



If the image is what you 
want, click Scan. If not, 
adjust the setti ngs or select 
a new configuration and 
click Preview again. 



Click AutoScan to 
scan with your preset 
scan choices. 



You can now scan manually by previewing the image and adjusting the 
scan settings to your liking, or you can click AutoScan. 

TheAutoScan feature uses your preset scan settings and thescanner's 
automatic image analysis capabilities to find theoptimum combination 
of setti ngs for the item you're scanni ng. 



Scanning from the PaperPort Software 
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To scan manually: 

1. On the Scan M anager Pro, select a configuration for the scan. 

For example, select Color/Custom to scan a color item with the 
preset Custom scan settings. 

That configuration's settings appear as a list. Click the "+" sign to 
see the full list of scan settings. Click the"-" (minus) sign to 
collapse the list. 

To see the settings for another configuration, click its configuration 
icon. For example, to see the grey scale settings, click the icon next 
to the Grey Scale configuration. 

2. Click the Preview button to preview the scanned image before 
scanning it. 

The scanner scans the item and displays a preview usingtheoptions 
you selected. 

3. Review the image to make sure it's what you want. 

4. To adjust one of the settings for the scan, click it in the list of 
settings. 

A panel appears on the right side of the Scan M anager for that 
setting. Select new options for the setting on that panel. See 
"Adjusting the Settings on the Scan M anager Pro" on page 53 for 
more about changing the scan settings. 

5. (optional) To preview the image again, click the Preview button. 

6. Readjust the settings if necessary. 

7. When you're satisfied with the image settings, click the Scan 
button. 

When thescan iscomplete, the scanner displays the final image asa 
thumbnail on the PaperPort Desktop. If the item is scanned asa 
bitmap image, a small bitmap icon appears in the lower left corner 
of thethumbnail. 
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To scan automatically: 
1. Click AutoScan. 

The scanner uses your preselected resolution setting for the 
configuration you selected. See "Setting Preferences" on page 66 to 
set the AutoScan settings. 

In addition, your PhotoPort 7700 scanner has built-in image 
analysis capabilities that find the optimum combination of settings 
for the item you're scanning. When you click AutoScan, thescanner 
analyzes the image and adjusts the settings to produce the optimal 
scanned image. 

The following dialog box appears whilethescan is in progress. 
Checkmarks indicate that phase of the process is finished. 
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Theautoscanned image appears as a thumbnail on the PaperPort 
D esktop. 

2. Use the PaperPort software to work with the image. 

Pleaseseethe PaperPort Getting Started Guide and PaperPort U ser's 
Guide on theCD for more information about using the PaperPort 
software. 

Getting Help with the PaperPort Software 

The PaperPort software includes a complete set of help topics that 
answer questions about each feature of the software. 

■ To see help information, press theFl key, or from theHelp menu, 
choose PaperPort H elp Topics to display the H elp Topics window. 



Tip: Also see the technical support card included with your scanner. 
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Adjusting the Settings on the Scan Manager Pro 

You can adjust the scan settings on theVisioneer Scan M anager Pro to 
produce the best possible image. 



To adjust a setting: 

1. Click a setting in the list of settings, or click its corresponding 
button on the right side of the Scan M anager Pro. 
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■ (J ■ " re"- 
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Resolution and Sharpen 

Brightness and Contrast 

Color (Gamma, Saturation, 
and H ue) 

Scan Size 



Note: The list of scan settings for a configuration only apply to that 
type of configuration. For example, the Black& W hite configuration 
does not have a setting for adjusting the Color Hue. 



The following figure shows an example of the Scan Manager Pro if 
you click the Resolution setting in the list, or click the Resolution 
and Sharpen button. 
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Note: The information in the scan settings list and the options that 
you select on the various settings panels are interactive. That is, as you 
change the settings on the panel, the numbers in the list on the left 
also change. 



Saving a New Profile 

If you adjust the scan settings you can save them as a profilefor later use. 
To save a new profile: 

1. Select a configuration on the Scan M anager Pro, such as C olor/ 
Custom. 

2. Adjust the settings that you want for later use. 
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3. Click Save As. 



The Save Profile dialog box appears. 




4. Type a name for the new profile. 

5. Select the options you want: 

■ Store the custom output image size in this Profile— you can 

create a custom image size as part of the settings; if you adjusted 
the output image size for the selected configuration, that output 
image size is saved with this profile. See "Saving a Custom Size" 
on page 65 for more about a custom image size. 

■ Save the custom Response Curve and store it in this profile— 

you can also create custom settings for the colors of a scanned 
image. T hose color settings are cal led the Response C urve. Select 
thisoption to save the response curve settings with this profile. 
See "Adjusting Gamma, Saturation, and Color Hue" on page 59 
for more about the response curve settings. 

6. Click OK. 

Your new profile is now listed as one of the configurations. Select it 
when you want to reuse its settings. 



Adjusting the Settings on the Scan Manager Pro 



56 



Adjusting the Resolution and Sharpness 

Resolution determines the amount of detail you can seein the scanned 
image. The resolution setting for the scan is in dots-per-inch (dpi). The 
higher the resolution, the finer the details, however, higherdpi settings 
also produce larger files sizes. Usually the higher resolution settings are 
used for precision work, such as photographs or fine artwork. 

Sharpness determines the amount of blur in an image. Your scanner can 
sharpen an original blurred image by adjusting the blurry edges in 
sections of the image. 

The following figure shows the resolution and sharpen options: 
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To adjust the resolution and sharpness: 

1. To use one of the preset resolutions for typical scanned items, click 
one of the options in the list. 

For example, to set the resolution for scanning a business card, 
select Business Card (OCR). That setting is sufficient for your 
optical character recognition (OCR) application to read the small 
print on a business card. 

2. To set the resolution manually, drag the Resolution slider to the left 
to decrease the resolution or to the right to increase it. 

3. To adjust the sharpness, drag the Fidelity slider to the left to 
decrease the sharpness or to the right to increase the sharpness. 

You can also type a number directly into the sharpness setting box, 
or click the up and down arrows next to the box to increase or 
decrease the setting. 

To return the settings to their original amounts, click Reset. 

4. If you expect itemsto have moire patterns when scanned, click 
Reduce Moire to scan the image and limit or eliminate the amount 
of the moire patterns. 

M oi re patterns are wavy, rippled lines that sometimes appear on the 
scanned images of photographs or illustrations, particularly 
newspaper and magazine illustrations. 



Adjusting the Brightness and Contrast 

Sometimes an item isscanned with the brightness and contrast set to be 
too light or too dark. For example, a note written with a light pencil 
may need to be scanned darker to improve legibility. 
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T he following figure shows the brightness and contrast options: 




To adjust the brightness and contrast: 

1. Drag the Brightness slider to the left to make the item darker or to 
the right to make the item lighter. 

You can also type a number directly into the sharpness setting box, 
or click the up and down arrows next to the box to increase or 
decrease the setting. 

2. D rag the C ontrast si ider to the left to decrease the contrast or to 
the right to increase the contrast. 

TheH istogram represents the settings as you drag the sliders. 

For color scan configurations you can adjust the brightness and 
contrast of each color individually or all together, by choosing from 
the drop-down menu at the top of the H istogram. 

3. Click the Auto button to have the scanner analyze the image and 
set the appropriate brightness and contrast. 
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You can also adjust the brightness and contrast by sampling portions of 
the image in the preview window. The three Sampler buttons 
correspond to the Black, M id tones, and White portions of an image. 



To use the Sampler buttons: 

1. Click one of the buttons. 

T he pointer automatical ly moves onto the i mage and becomes a 
sampler pointer. 

2. Place the pointer on the portion of the image for that sample and 
click. 

For example, if you selected the Black sampler button, place the 
pointer on the blackest part of the image. 

3. Repeat with each of the other Sampler buttons. 

4. Click Adjust. 

T he i mage changes to show your new settings. 

If the image is not what you want, click Reset to return the image 
to its original brightness and contrast. 



Adjusting Gamma, Saturation, and Color Hue 

If you're using the Color Configuration to scan, you can adjust a group 
of color settings. G amma controls the brightness of the midtones of the 
color, saturation is the strength or purity of a color, and hue is the color 
your eyes see as reflected from the image. These color settings are 
represented by a response curve. 
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To adjust the color settings: 

1. From theChannel drop-down menu, choose the individual color 
(Red, Green, or Blue) that you want to adjust, or choose All to 
adjust them together. 

2. From the Edit Style drop-down menu, choose the type of color 
editing that you want to use: 

■ G amma— the response curve changes as you change the gamma 
setting; you can also change the saturation and hue settings. 

■ Freestyle- you can drag sections of the response curve to create 
interesting and unusual color effects. Put the pointer on the 
curve and drag left, right, up or down. The image changes its 
colors in responsetothenew curve. The x and y numbers at the 
bottom of the response curve i ndicate the exact position of the 
pointer on the curve. 
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3. Drag the Gam ma, Saturation, and Color Hue sliders to the left to 
decrease the settings or to the right to i ncrease the setti ngs. 

You can also typea number directly into the setti ng boxes, or click 
the up and down arrows next to the boxes. 

4. Click Reset to return the settings to their original numbers. 

The upper Reset button is for the gamma setting, the lower one is 
for saturation and hue. 

5. To save the setti ngs of a response curve, cl ick Save. 

Saving is available for settings created with theCurveor Freestyle 
editing option so you can load and reuse the exact setti ngs on other 
images. This is especially helpful for complex Freestyle response 
curves. 

A dialog box appears that lists the names of previously saved 
settings. Typea name for your new settings and click OK. 

6. To reuse a saved response curve setting click Load. 

A dialog box lists the names of your previously saved settings. Select 
the one you want and click OK. 

Adjusting Output Size 

The item you're scanning may not fill the scanner glass. In that case you 
can preview the item and use the Auto Trim option to automatically 
el i m i nate the unwanted sections of the i mage. 

You can also adjust the output size to scan only specific sections of an 
image. For example, if you're scanning a photograph and want to focus 
on one section, adjusting the output size removes the rest of the 
photograph from the final scanned image. 
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To Auto Trim an item: 

1. Click Auto Trim. 

2. C lick Trim. 

T he scanner senses the edges of the item on the glass and draws a 
dotted line around the image in the window. 

Check to make sure the dotted line encloses the image that you 
want. 

A new Scan I nfo box on the lower left portion of the Scan M anager 
Pro shows the information fortheautotrimmed area. 

3. If the dotted line is not exactly where you want it, put the pointer 
on the line and drag the mouse. 

For example, if you want the scan to include a border around the 
image, you can drag the dotted lineto be slightly larger than the 
autotrimmed area. 
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To use the pointer to drag the line, make sure the pointer button is 
selected at the top of the window. 

4. When the trimmed area is what you want, click Scan. 



To manually set the output size for an item: 

1. To scan the entire item on the glass, click Same as Original. No 

sections are trimmed. 

2. To set the output size yourself, click Same as Original to remove 
the checkmark. 

T he settings for the output size become active. 

3. Put the pointer on the image and drag the mouse to enclose the 
section you want in the scanned image. 

As you drag the mouse, a dotted box appears on the image and the 
size settings change to reflect the new output size area. You can also 
type in the size settings boxes. 

■ Width and Height— the measurements of the final imageafter 
it's scanned; for example, if you plan to print the image on a 
typical piece of paper, the width and height are 8.5 and 11.0 
inches 

■ Units— units of measurement for the new area; click the drop- 
down arrow and choose new units if you want 

■ Resolution— the dots-per-inch (dpi) setting for the new area 

■ Scale— the amount of enlargement or reduction of the image to 
fill the width and height measurements; for example, if you select 
a small area and have set the width and height to a paper size, the 
scale automatically increases to enlarge thesmall image so it's the 
same size as the paper 

A new Scan I nfo box on the lower left portion of the Scan M anager 
Pro shows the information for the new area. 

The following figure shows an exampleof a manually selected area. 
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4. If the dotted line is not exactly where you want it, put the pointer 
on the line and drag the mouse. 




To use the pointer to drag the line, make sure the pointer button is 
selected at the top of the window. 



5. To rotate the selected area 90 degrees, click Rotate 90 Degrees. 

6. To maintain theselected area's length-to-width relationship (known 
as the aspect ratio), click Maintain Aspect. 

N ote that as you rotate the area or maintain its aspect ratio, the 
width and height measurements change to reflect the new 
orientation of the image. 

7. When the settings are what you want, click Scan. 

8. If you want to remove the selected area and start over, click Remove 
on the Scan Info box. 
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Saving a Custom Size 

If you have several items of the same size, such as a group of small 
photographs, you can create a custom size and reuse it whenever 
scanning those items. 

To save a custom size setting: 

1. Click Add under the list of sizes. 

The Add Size dialog box appears. 




2. Type a name and dimensions for the size. 

3. ClickOK. 

Thenew custom sizeisnow listed in the box at the top of thepanel. 
Select it in the list to automatically reuse the custom size. 
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The Scan Info Box 

The following figure shows the information on the Scan Info box: 

Location of thetop 
left corner of the 
image in the 
Preview window. 



Current location of 
the pointer as you 
drag it on the 
Preview window. 



Zooming In and Out 

You enlarge or reduce the preview image by zooming in or out. 

To enlarge and reduce the preview image: 

1. Click the Zoom button. 

2. Put the pointer on the image. 

3. Click the left mouse button to zoom in (enlarge). 

4. Click the right mouse button to zoom out (reduce). 

5. To return the image to its full size, click the Pointer button directly 
above the Zoom button, put the pointer on the image and click the 
right mouse button. Select Show Full I mage from the pop-up 
menu that appears. 

Setting Preferences 

You can set preferences for the Scan M anager Pro and scanner that are 
independent of the preferences for the PaperPort software. 



Physical size of the 
image to scan. 




Size of the file of 
the scanned image 



Amount of space 
on your computer's 
hard drive. 
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To set the Scan M anager Pro preferences: 
1. Click the Preferences button. 

T he U ser Preferences dialog box appears. 
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2. Select the preferences you want: 

■ Enable selection of color bitdepths...— your PhotoPort 7700 
scanner supports a tremendous range of colors, but other devices 
(called theTWAIN clients), such as older cameras that you can 
use with the Scan M anager Pro support only a 24-bit depth 
rangeof colors. Select this option to automatically allow theScan 
M anager Pro's color settings to support more than a 24-bit depth 
if the other devices also support the greater rangeof colors. 

■ Show standard metric paper sizes— select thisoption if you use 
metric paper to print images. When you select the scan size 
output options, the width and height dimensions are then for 
metric paper sizes. 

■ Show standard US paper sizes— select this option to set the 
paper sizes for standard U S paper. 

■ Units— select the measurement units for the ruler around the 
preview window. T hex and y coordinates of the pointer position 
are relative to the units. 
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■ AutoScan Resolution— you can scan an item by clicking the 
AutoScan button on the Scan M anager Pro. The scanner uses 
these resolution settings for the respective configurations: Color, 
Grey Scale and Black and White. 

■ Folder for Temporary I mages— when you scan an item, its 
scanned image is initially stored in a folder before being sent to 
thePaperPort Desktop or some other application. Instead of 
using the default folder specified by the Scan M anager Pro, you 
can select another folder. Usually the only reason to select this 
option is if the default folder is on a hard disk with limited 
storage space. Click thefolder icon. T he Browse for Folder dialog 
box appears. Select thefolder you want to use and click OK. 
That folder name is then listed on the Preferences dialog box. 

3. Click OK to save your preferences. 

Getting Help with the Scan Manager Pro 

T he Scan M anager Pro has its own help system, separate from the 
PaperPort software help system. 

To see the Scan Manager Pro help information: 

1. Click the Help button. 

TheH elp window appears and the pointer has a question mark. 

2. Put the pointer on the feature you want help with, and click. The 
H elp window appears and displays information about that feature. 
You can also manually search through the help information. 

3. Click the Help button again, or click Exit on the window to exit 
the help system. 

Cleaning the Scanner Glass 

Scanning itemsthat have excessive amounts of dirt or dust may dirty the 
scanner's glass. To ensure the best quality scanned item, wipe the 
scanner glass with a soft clean cloth to remove dust or other debris. 
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Visioneer PhotoPort 7700 USB Scanner 
Specifications 



Bit Depth 

Scanning resolution 
Maximum Item sizes 
Scanner dimensions 

Height 
Width 
Length 
Weight 

Removable memory 



O perating temperature 
Relative humidity 

Power supply 

Input voltage/frequency 

O utput voltage/watt 
Safety and agency certifications 

H ardware warranty 



42-Bit color (internal), 14-Bit gray 
(internal), 1-Bit lineart/text 
O ptical resolution: 600 x 1200 dpi 
8.5x11.69 inches (21.6x29.7 cm) 

2.25 inches(5.7 cm) 
11.25 inches (28.6 cm) 
16.0 inches (40.6 cm) 
4.4 pounds (1.64 kg) 

CompactFlash+Type2 

SmartM edia 3.3v 

50°- 104° F (5°-35°C without 

condensation) 

20%- 80% (@35°C without 
condensation) 

100 Vac, 50/60 Hz (Japan) 
120 Vac, 60 H z (N orth America) 
230 Vac, 50 Hz (Europe) 
12 V DC, 15 watt maximum 
UL,ULc,GS,FCC ClassB, 
VCCI Class2,CE 
O ne-year limited warranty 
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